MODELS:
E51DT1
E51DT2
E51DTS
E51DT6
E51DS1
E51DS2
E51DS5
E51DS6
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NOTE: THESE MODELS ARE SENSING HEADS
ONLY AND NOT COMPLETE SENSORS. THEY
MUST BE COMBINED WITH A SWITCH BODY

AND RECEPTACLE.

E51DTx MODELS
ARE TOP SENSING

E51DSx

ARE SIDE SENSING
AND MAY BE ROTATED
TO ALL FOUR DIRECTIONS
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PROPRIETARY NOTICE

NOTICE TQ ALL PERSONS RECEIVING
THIS INFORMATION.
THE INFORMATION DISCLOSED HEREIN IS THE

CONFIDENTIAL INFORMATION OF EATON CORP,
IS DISCLOSED IN STRICT CONFIDENCE AND SHALL

NOT BE REPRODUCED, DISCLOSED OR USED IN
ANY MANNER WITHOUT THE WRITTEN CONSENT
QF EATON CORPOCRATION. COPYRIGHT EATON

CORPORATION. ALL RIGHTS RESERVED.

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:

DW H. WEYMOUTH

MWE 04/22/2014

SUITE_101
(425) 482-5000

1930 220TH ST SE
BOTHELL, WA 98021

THIRD ANGLE PROJECTION
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7 - CRITICAL DIMENSION
TO BE INSPECTED
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