MODELS:
E51SCL6PC
E51SCL6PC-R
E51SNL6PC-R
E51SPL6PC
E51SPL6PC-R
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Can accommodate both U.S. 1.16 [29.4] x 2.34 [59.5] and
DIN 1.18 [30] x 2.36 [ 60], mounting dimensions.
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PROPRIETARY NOTICE

NOTICE TQ ALL PERSONS RECEIVING
THIS INFORMATION.
THE INFORMATION DISCLOSED HEREIN IS THE

CONFIDENTIAL INFORMATION OF EATON CORP,
IS DISCLOSED IN STRICT CONFIDENCE AND SHALL

NOT BE REPRODUCED, DISCLOSED OR USED IN
ANY MANNER WITHOUT THE WRITTEN CONSENT
QF EATON CORPOCRATION. COPYRIGHT EATON

CORPORATION. ALL RIGHTS RESERVED.

THIRD ANGLE PROJECTION

© ]

DESCRIPTION

ENG

MFG

OTHR

CRITICAL DIMENSION

w- TO BE INSPECTED

w_z,_\_._mmm_oﬂmxwwm_w_ﬂ _mzv%%__”m_mo DWN H. WEYMOUTH A mew NA%E ST SE
TOLERANCES ARE: WE 04/22/2014 m.ﬂ.z Coosy 82 5000 02!
DECIMAL: ANGULAR: | oy ___
B T Q05 |ra30' e —== E51 _u_.:m.._: Inductive
AXXX £ 00T W Proximity Sensors
. OTHR —_
T_z_m_._. OTHR _ SIZE [DRAWING NO. AutoCAD| - REV
SCALE:JSHT - oF 1 A| 90-28375-032 01




